IDC D-Sub Connectors for Flat Cable 1.27mm Pitch

1141 (obsolete)

IDC D-Sub Steckverbinder fur Flachbandkabel RM 1,27mm

Technische Daten / Technical Data

Gehéause Stahl vernickelt, verzinnt

Shell Steel, nickel plated, tin plated

Isolierkdrper Thermoplast, nach UL94 V-0

Insulator Thermoplastic, rated UL94 V-0

Kontaktmaterial Kupferlegierung

Contact Material Copper alloy

Kontaktoberflache Gold tber Nickel

Contact Surface Gold over nickel

Durchgangswiderstand <20 mQ

Contact Resistance <20 mQ

Isolationswiderstand > 1000 MQ

Insulation Resistance > 1000 MQ

Spannungsfestigkeit 500V AC

Test Voltage 500V AC

Nennstrom 1A

Current Rating 1A

Temperaturbereich -55 :C ... +105 :C T RRODUCTS
Tgmperature Range -55°C ... +105 °C Flachbandkabel RM 1,27mm /
Guteklasse GK 3, min. 50 Steckzyklen, andere GK auf Anfrage 1.27mm Pitch Flat Cables: 3560-1-287-xx
Quiality Class Quality class 3, min. 50 cycles, more quality options on

request

Bitte nicht mehr fiir neue Designs verwenden!
Please do notuse for new designs!
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Contacts Dimensions Available Mounting Options
g A B c D E F Through Hole |  UNC 4-40
09 30,80 24,99 16,92 16,33 18,60 16,10 male/female male/female
15 39,10 33,32 25,25 24,66 26,60 24,00 male/female male
25 53,09 47,04 38,96 38,38 40,90 38,14 male/female male/female
37 69,40 63,50 55,45 54,84 57,10 54,60 male/female (n/a)
Series Contacts* Terminal* Mounting * Strain Relief* Plating
09/15/25/37 1 Stift 00 Durchgangsloch 00 Ohne Zugentlastung 60 Sel. Au/Sn
Male Through hole W/o strain relief Duplex plating
2 Buchse 10 UNC 4-40 Gewindeniet 10 Mit Zugentlastung
Female With UNC 4-40 threaded rivets With strain relief
20 Mit Metall-
* Dies ist ein Bestellbeispiel - Bitte Optionen in Tabelle beachten! Zugentlastung

bitte durch Ihre Spezifikationen ersetzen.

* This is an order example -

Pleace notice of available options in table!

With metal strain relief

please replace by your specifications.

Design- und technische Anderungen auch ohne vorherige Ankiindigung vorbehalten.
Design and/or technical specifications may change without prior notice.
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