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Specifications
Insulator Material
Insulator Colour
Insulation Resistance
Test Voltage

\oltage Rating
Current Rating
Temperature Range

Thermoplastic, rated UL94 V-2
Black

1000 MQ min.

1500 VAC

250V AC, DC

5A AC,DC

-25°C ... +85°C
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Housing for female contacts Single row Friction Lock Housing, 3.00mm Pifch
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Specifications
2x03P-2x12P 2x02P 2x01P Insulator Material Thermoplastic, rated UL94 V-2
Insulator Colour Black
3.80 3.80 Insulation Resistance 1000 MQ min.
) 3.80 oy Test\oltage 1500 VAC
300+0.10 A+0.10 | Voltage Rating 250 VAC, DC
Last Circuit & Current Rating 5A AC,DC
— 1 4 — — 8 Temperature Range -25°C ... +85°C
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Housing for female contacts Double row v P Friction Lock Housing, 3.00mm Pitch
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Specifications
\/oltage rating: 250V AC, DC
T=0.20 Current rating: 5A AC,DC
'4“— Test Voltage: 1500 V AC/minute
0 Temperature range: -25°C ~+85°C
e Contact resistance: 20 mQ max
H 8 Applicable wire: AWGH24 - #28
'5 Material: Phosphor Bronze
Plating: Tin Plated
o
~ —1
(Q\
o
™
o
+l
= o
- N !
~— o
S : 0
— N N 0
© o N
O (| +| (@)
o] 3 &
o 2102025 Ol 200:025
1.12+0.05 1.30+0.10 i |
2.20+0.25 25 f;
SECA-A SEC B-B
Series Contacts Type Plating
46-583 01 2] 50
2 Buchsenkontakt 50 Verzinnt
Female terminal Tin plated P
46-583
v+ P ;:Etf,;‘;l'rln Eock Crimp Terminal, 3.00mm Pitch
e || es awesr
WE CONNECT IT  [@) || rszmeseo] == =




