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Series Height Contacts * Type * Dimensions * Plating
46-707 1 40 1 30 00
1 H=1.0mm  02-40 1 straight 10 B=2,70mm (D=1,50) 00 Gold plated
2 angled 20 B=3,05mm (D=1,50)
30 B=1,91mm (D=2,20)
40 B=1,65mm (D=2,20)
50 B=1,91mm (D=2,80)
60 B=3,05mm (D=2,80) Serial Number
99 customized XX +0.30 46-707
X'XX iozo E’i:r:lgzre?se, 1.27mm Pitch, Straight/Right-Angled, Single Row — 1.0mm Body
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Insulator:

Contact Material:
Contact Surface:
Contact Resistance:

Insulation Resistance:
Test Voltage:

Current Rating:

Temperature Range:
Processing Temperature:

Thermoplastic, rated UL94 V-0
Copper alloy

Au over Ni

20 mQ max.

1000 MQ min.

500 VAC

1A

-40 °C ... +105 °C

230 °C for 30-60 seconds.
(260 °C for 10 seconds)




nx1.27+0.3 0 nx1.27+0.3 Insulator: Thermoplastic, rated UL94 V-0
(n-1) x 1.2740.15 T (n-1)x 1.2740.15 Contact Material: Copper alloy
< Contact Surface: Au over Ni
Contact Resistance: 20 mQ max.
BB EEEE E @@ IP/E B BEEEEEEE B Insulation Resistance: 1000 MQ min.
NAANANANANNNNNLZ T IrU“UIrUAUTIIrUWg‘ Test Voltage: 500 VAC
2, Current Rating: 1A
U?; Temperature Range: -40 °C ... +105 °C
~ Processing Temperature: 230 °C for 30-60 seconds.
(260 °C for 10 seconds)
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Series Height Contacts * Type * Dimensions * Plating
46-707 2 40 1 30 00
2 H=1.5mm 02-40 1 straight B=2,70mm (D=1,50 00 Gold plated
2 angled B=3,05mm (D=1,50

B=1,91mm (D=2,20

B=1,91mm (D=2,80

)
)
B=1,65mm (D=2,20)
)
)

B=3,05mm (D=2,80 Serial Number
customized XX +0.30 46-707

8388883

X.XX +0.20 Part Name

Pin Headers, 1.27mm Pitch, Straight/Right-Angled, Single Row — 1.5mm Body
X.XXX [£0.10

Creation date | Drawn Approved Approval date
Angle | £3 ® |20210202 AL PS 20210202
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RoHS 2011/65/EU compliant
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‘ nx 127403 g Igsu’:atc’:rli/I i 'cl';hermoplllastlc, rated UL94 V-0
o ontact Material: opper alloy
n-1) x 1.27+0.15 +
(0-1) (n-1)x1.2720.15 > Contact Surface: Au over Ni
Contact Resistance: 20 mQ max.
00 O0GOo\0 @ 0@ O B B @ B O Insulation Resistance: 1000 MQ min.
a— . Test Voltage: 500 VAC
0 Current Rating: 1A
?; Temperature Range: -40 °C ... #105 °C
2 Processing Temperature: 230 °C for 30-60 seconds.
(260 °C for 10 seconds)
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46-707/— 3 30 1 30 00
%%é 3 H=1.7mm  02-30 1 straight 10 B=2,70mm (D=1,50) 00 Gold plated
s8c 2 angled 20 B=3,05mm (D=1,50)
25 30 B=1,91mm (D=2,20)
40 B=1,65mm (D=2,20)
50 B=1,91mm (D=2,80)
60 B=3,05mm (D=2,80) Serial Number
99 customized XX +0.30 46-707
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nx1.274+0.3 0 nx1.27+0.3 g Insulator: Thermoplastic, rated UL94 V-0
_ (n-1)x1.2740.15 b _ (n-1)x1.27+0.15 &  Contact Material: Copper alloy
< o~ Contact Surface: Au over Ni
M r\-\mm/—v—z Contact Resistance: 20 mQ max.
oooo@)ED0DaDan DooOo@Oo)WoDooao Insulation Resistance: 1000 MQ min.
W‘A—/ — ~—  Test Voltage: 500 V AC
——=—1.2710.1 Current Rating: 1A
Temperature Range: -40 °C ... +105 °C
Processing Temperature: 230 °C for 30-60 seconds.
(260 °C for 10 seconds)
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